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ÐExisting software solutions
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ÐSoftware used at AMS-IX
ÐResults
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¥ What is sFlow?
ÐMonitoring networks
ÐCisco IOS - NetFlow
ÐSampling mechanism, not ÒtouchingÓ every 

packet
ÐApplicable to high speed networks (>= 1GE)
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¥ What is sFlow?
ÐsFlow datagrams sent via UDP
ÐDatagram format standard defined in      

RFC 3176
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¥ What is sFlow?
ÐFlow samples

¥ Whole captured packet (L2-L7)

ÐCounter samples
¥ Interface counters (octets/pkts/errors)
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¥ What do we need?
ÐHardware supporting sFlow (eg. Switch)
ÐCentral server to collect the data
ÐSoftware analyzing the received data
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¥ How does it work?

Collector

sFlow datagrams - UDP

Up to 10 samples
one sFlow datagram

Traffic In/Out

Sampling rate
eg. 1 out of 
8192
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¥ AMS-IX requirements
ÐUse flow samples to:

¥ Provide member-to-member traffic information
¥ See growth of (or lack of) of IPv6

ÐDue to high throughput a very efficient 
system is required
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¥ Existing software solutions
ÐFree software:

¥ InMon Ð sflowtool
¥ Pmacct
¥ sFlow2MySQL

ÐCommercial: 
¥ InMon Ð Traffic Sentinel
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¥ Issues with existing software
ÐSaving each sample to DB
ÐNo caching or preprocessing possible
ÐGraphing with RRDtool overhead (same 

data saved twice)
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¥ Performance issues at AMS-IX
ÐTraffic up to 180 Gb/s (30 Mpps)
Ðca. 3500 Samples per second
Ð> each sample cannot be stored in DB
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¥ Software developed at AMS-IX
ÐWritten in PERL

¥ Easy to understand
¥ Good integration with RRDtool
¥ Due to PERL's re-use architecture (modules) lots 

of subtasks are already handled
¥ Largest common denominator of a language 

understood at the AMS-IX NOC
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¥ Net::sFlow
ÐDecode sFlow datagrams
ÐSupports sFlow version 2/4 and version 5
ÐSingle (exportable) function, decode()
ÐAvailable on CPAN
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¥ sFlow daemon
ÐBased on module Net::sFlow
ÐReceives UDP datagrams
ÐAnalyzes the information
ÐStores data to RRD files
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¥ Performance results
ÐCPU usage while decoding sFlow 

datagrams
ÐGrowing linearly with amount of packets / 

samples
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¥ Performance results
ÐI/O performance while writing data
ÐCurrently:

¥ Writing ca. 40 000 RRD files in 8 seconds

ÐHigh load tests:
¥ Writing 130 000 RRD files in 27 seconds

ÐMax. at AMS-IX 160 000 conversations
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¥ Performance results - Foundry hardware
ÐBigIron 15k

¥ ASIC (Application-specific integrated circuit)
¥ Switch CPU not affected

ÐMG8 & RX*
¥ Blade CPU affected
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¥ Performance results - Foundry hardware
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¥ Software developed at AMS-IX
ÐAnalysis:

¥ Ether type graph Ð percentage of IPv4, IPv6, 
ARP and other

¥ Total IPv6 traffic graph Ð in bps and pps
¥ Member-2-Member analysis Ð in bps and pps
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¥ Results Ð Ether type
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¥ Results Ð Total IPv6 traffic - bps
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¥ Results Ð Total IPv6 traffic - pps
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¥ Results Ð Member-2-Member traffic
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¥ Results Ð Member-2-Member traffic



Amsterdam, Oct 05, 2006 25

¥ Future plans
ÐUse counter samples:

¥ Separate interfaces
¥ Aggregated links
¥ Backbone links
¥ Core network
¥ ...

Ð...



Amsterdam, Oct 05, 2006 26

Questions ?

Comments / Requests / Ideas:

 - elisa.jasinska@ams-ix.net
 - sflow@ams-ix.net


